
更換濾芯程序 FILTER REPLACEMENT
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型號 Model no : MF2000S 

型號 Model no : MF2000GAC 

型號 Model no : MF2000UF 

型號 Model no : MF2000GAC 

分水掣
Faucet Adapter

更換濾芯前，先關掉來水總掣，打開彎管水掣，以釋
放濾水器內的水壓。
Before changing filters, turn off the water inlet and 
tank valve. Turn on the drinking water faucet to 
release pressure inside the purifier.

逆時計扭開濾水器上蓋之安
全掣，打開濾水器上蓋。
Unlock the safety knob (at the top 
of the unit) by twisting 
anti-clockwise. Remove the upper 
cover of the purifier.

用濾芯匙逆時計扭開濾芯容
器。
Twist the filter cap anti-clockwise 
with the wrench provided to open.

取出需要更換之濾芯。
Remove the used filter cartridge 
from the housing.

放入新的濾芯。請確保濾芯
完全放入濾芯容器內。
Insert a new filter cartridge into 
the housing. Ensure the cartridge 
is well seated.

確保膠圈仍然緊置在容器內
。蓋上濾芯容器。
Check if the existing O-ring is still 
inside the cap. Twist the cap 
clockwise to close at a moderate 
pressure by hand.

最後，用濾芯匙把濾芯容器
鎖緊。將上蓋合上，順時針
扭緊濾水器上蓋之安全掣。
Fasten the cap by using the 
wrench. Cover the purifier with the 
upper cover and lock the safety 
knob by twisting clockwise.


