
 i water ® 3 Stage Filtration System 200-3UF 

Quick Change Ultra Fine Filtration System  

 Model: 200-3UF 

 

 

 Dimension 200(W) x 90(D) x 345(H) mm  

 Net Weight 1.9 kg 

 Flow Rate 0.5 gpm (1.9L) 

 Working Pressure 30~60 psi (2 ~4.2 kg) 

 Input Water Temperature  4oC ~ 38oC (33oF ~ 100oF) 
 

  

 200-3UF in case OUT NOW! 

* Protective case  

* Built-in Leakage Detector 

* Built-in Pressure Release Valve        

Filter Cartridges 

  

Sediment Filter Cartridge (5 microns) 

Eliminates dirt, grit, sand, rust and other solid particles that can damage 

equipment and extends life span of post filters.   
 

  

 Pre-Carbon Filter Cartridge 

Removes dissolved trihalomethanes (THMs) and adsorbs chlorine, undesirable 

taste and odour in water to ensure pure tasting water.   
 

   

 

   Ultra Fine Hollow Fiber Membrane Filter Cartridge (0.01 micron) 

Spun with highly integrated techniques, hollow fiber membrane filter shows 

excellent water permeability. Using polysufone as a membrane forming material, 

it has excellent chemical and heat resistance. Hollow fiber membrane filters out all 

harmful micro-organisms and bacteria yet preserves minerals.  
 

 

 


