
 

 

 

 

Installation Manual of iwater pH plus 

Model: 2000pH+ 

 

 

 

 

 

 

 

 

 

 

Counter-top Installation 

 

Option 1 

 

Filtered Water 

from Water Spout 

Refer to: Step 1 (1.1-1.3)、、、、Step 2 (2.1-2.3) 

Step 3 (3.1-3.5)、、、、Step 4 

Option 2 

 

Filtered Water 

from Diverter 

Refer to: Step 1 (1.1-1.4)、、、、Step 2 (2.1-2.4) 

Step 3 (3.1-3.7)、、、、Step 4 

 

Step 1 – Connecting tubing to diverter 

1.1 Place the unit on the level surface where you intend for it to stay. 

1.2 Decide the length of the tubing needs to connect the faucet to the unit. 

Excess tubing can be gathered and hidden behind the unit; or cut to the 

desired length using scissors or a utility knife. 

* Note (Cutting tubing): 

- Do not cut the tubing at an angle.  

- Leave enough tubing for swivel the faucet either direction. 

1.3 Connecting tubing to diverter (1) 

   

Remove the nut on the diverter. 

Slip the nut over the end of the 

tube. 

Push that end onto the diverter, 

over the barb revealed once 

you removed the nut.  

When the tube is well seated, 

screw the nut back on to hold it 

in place. 
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1.4. Connecting tubing to diverter (2) 

  

Remove the other nut on the diverter. Slip the nut over 

the end of the tube. Push that end onto the diverter, over 

the barb revealed once you removed the nut. 

When the tube is well seated, screw the 

nut back on to hold it in place. 

Step 2 – Connecting diverter to current water faucet  

2.1 Remove the aerator (tip of faucet, a screen-type nozzle) of your current 

faucet by turning it counterclockwise. 

   

* Note (removing the aerator): 

- If you cannot remove the aerator by hand, common pliers should 

work.  

- To avoid scratching your faucet, use a small towel to wrap around 

the faucet tip before using the pliers to turn it. 

2.2 Check the tip of current faucet. If it has a male end (threads on the 

outside), refer to A; a female end (threads on the inside), refer to B. 

A – Male End: 

- No Adapter Ring is required. 

- Check if the rubber “O” ring in the top of the diverter is in place to 

prevent any leaks. 

- Screw the diverter into faucet hand tight. 

- Check for leakage. Use pliers to turn the diverter one more half turn 

until leakage stop. 

B – Female End: 

- Locate the right size Adapter Ring for your faucet. 

- Check if the rubber “O” ring in the top of the adapter is in place to 

prevent any leaks. 

- Screw the Adapter (attached to the diverter) into faucet hand tight. 

- Check for leakage. Use pliers to turn the diverter one more half turn 

until leakage stop. 

2.3  

   



2.4 

  

 

Step 3 – Connecting tubing to the unit 

3.1 On rear of the unit, there are water “inlet” hole and water “outlet” hole. 

3.2 Find the water “inlet” hole. 

3.3 Remove the plug from the water ‘inlet” hole. 

   

 

3.4 Connect 1/4” tube with the smaller end of the stem elbow to the water 

“inlet” hole if necessary. 

3.5 Connect the tube into water “Inlet”. 

 

 

 

 

 

 

3.6 Remove the plug from the water “outlet” hole. 

   

3.7 Connect the tube into water “Outlet”. 

 

 

 

 

 

 

 

 

 

 Stem elbow 

 



 

* Note (removing the tube from Quick Connect Fitting): 

- Switch off water supply. 

- Relieve water pressure from the unit 

- Push the round collar outside the Quick Connect Fitting in 

towards the connector, and held in as you pull the tubing out. 

- If the collar is not pressed and held in while pulling on the tubing, 

the tubing will not be removable. 

 

Step 4 – Testing 

4.1 Turn on the water at current water faucet.  

4.2 Lever 

* Note: Lever on the side of the diverter 

 

 

Filtered Water from Water Spout 

 

 

Filtered Water from Diverter 

 

- Lever Down: the water flows through the 

larger outlet of the diverter into the sink. 

 

- Lever Down: the water flows through the 

larger outlet of the diverter into the sink. 

- Lever Up: the water is redirected to run 

through the unit. 

- Lever Up: the water is redirected to run 

through the unit. Filtered water flows through 

the smaller outlet of the diverter into the sink. 

 

- Turn on the water spout on the unit and 

filtered water flows through the water spout. 

 

- DO NOT switch on the water spout on the 

unit.  

 

4.3 It may take a few seconds for filtered water to exit the unit. This is 

normal as it takes time for the filter to fill with water. 

 

* Note: (Flush the filters) 

On the first use, allow water to run through the unit for at least 10 minutes to 

flush the filters. Water comes out may appear discolored in the beginning. 

 

 

For under-sink installation, please contact your supplier. 

 

 

*** End of Manual *** 




